
“MORE POWER, LESS SPACE,
GREAT SOUND”

Architect™ P Series
HIGH POWER COMPACT

AUDIOPHILE QUALITY MULTI-ZONE AMPLIFIERS

8, 12 OR 16 CHANNELS | 100W PER CHANNEL @ 8 OHMS | 200W PER CHANNEL @ 4 OHMS

400W @ 8 OHMS BRIDGED | AVAILABLE WITH 5 BAND EQUALIZER PER ZONE

DIGITAL & ANALOG INPUT BUSES | LOCAL ANALOG INPUTS | INDIVIDUAL ZONE SIGNAL SENSING

EXTENSIVE AMPLIFIER AND LOUDSPEAKER PROTECTION CIRCUITS| SLIM 2U AND 1U (P800) CHASSIS

COMPACT 2U CHASSIS
ACTUAL DIMENSIONS 17”W X 15.5”D X 3.5”H
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MODEL P2680 EQ 16 2U 100W @ 8Ω
200W @ 4Ω 400W 4Ω >300 105 dB 

A-WTD Y Y 8 X STEREO 1 X STEREO
1 X DIGITAL 1 X STEREO

MODEL P2660 16 2U 100W @ 8Ω
200W @ 4Ω 400W 4Ω >300 105 dB 

A-WTD Y N 8 X STEREO 1 X STEREO
1 X DIGITAL 1 X STEREO

MODEL P2280 EQ 12 2U 100W @ 8Ω
200W @ 4Ω 400W 4Ω >300 105 dB 

A-WTD Y Y 8 X STEREO 1 X STEREO
1 X DIGITAL 1 X STEREO

MODEL P2260 12 2U 100W @ 8Ω
200W @ 4Ω 400W 4Ω >300 105 dB 

A-WTD Y N 8 X STEREO 1 X STEREO
1 X DIGITAL 1 X STEREO

MODEL P800 8 1U 100W @ 8Ω
200W @ 4Ω 400W 4Ω >300 105 dB 

A-WTD Y N 4 X STEREO 1 X STEREO
1 X DIGITAL 1 X STEREO

HOME AUDIO
HIGH POWER MULTI-ZONE AMPLIFIERS

 Model P2680 EQ Back Panel

• High Powered Multi-zone Amplifier
• 100 Watts per Channel at 8 Ohms
• 200 Watts per Channel at 4 Ohms
• 400 Watts per Channel at 8 Ohms Bridged
• Individual Zone Signal Sensing
• Individual & Master Zone 12V Trigger
• Digital & Analog Bus Inputs / Loop Outputs
• 5 Band Equalizer on P2680 EQ and P2280 EQ
• Lightdrive™ Anti-Clipping Protection Circuit
• Compact 2U and 1U (P800) Chassis

The Architect ‘P’ Series superbly complements 
AudioControl’s popular high-power Architect multi-
zone amplifiers with an industry leading 100 watt 
RMS per channel solution, skillfully engineered into 
a slim, well-ventilated chassis. All Architect ‘P’ Series 
amplifiers feature AudioControl’s LightDrive™ anti-
clipping protection, input busing, pass-thru, master and 
local 12V triggers, signal sensing and digital inputs. 
The Model P2680 EQ and P2280 EQ add 5 bands 
of equalization with easy access from the front panel.

More Power. More Control. Less rack space.Model P2680 EQ and P2280 EQ feature 5 band EQ per zone (magnetic security cover included)
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