


Model Ventura 6 Ventura 5 Ventura 5T Ventura 4

Series Ventura Ventura Ventura Ventura

Nominal impedance 6� 6� 6� 6�

Sensitivity (2.83V/1m) 90dB 89dB 89dB 88dB

Frequency response (±6dB) 54Hz - 20kHz 60Hz - 20kHz 60Hz - 20kHz 75Hz - 20kHz

Crossover frequency 3kHz 3.8kHz 3.8kHz 3.5kHz

Drive units LF 160mm (6.5in.) 130mm (5.25in.) 130mm (5.25in.) 115mm (4.5in.)

 HF 25mm (1in.) 25mm (1in.) 25mm (1in.) 19mm (0.75in.)

Recommended amplifier power 10 - 125 W 10 - 100 W 10 - 100 W 10 - 80 W

Transformer taps ─ ─
70V: 3.75W, 7.5W, 15W, 30W
100V: 7.5W, 15W, 30W, 60W ─

Product external Cabinet only 
dimensions

300 x 226 x 219 mm
(11.8 x 9 x 8.6 in.)

262 x 197 x 189 mm
(10.3 x 7.75 x 7.4 in.)

262 x 197 x 189 mm
(10.3 x 7.75 x 7.4 in.)

231 x 172 x 173 mm
(9 x 6.75 x 6.8 in.)

(H x W x D) With bracket 
 and knobs

300 x 226 x 263.5 mm
(11.8 x 9 x 10.375 in.)

262 x 197 x 235 mm
(10.3 x 7.75 x 9.25 in.)

262 x 197 x 235 mm
(10.3 x 7.75 x 9.25 in.)

235 x 172 x 203.2 mm
(9.25 x 6.75 x 8 in.)

Net weight 3.8kg (8.4lbs) 2.85kg (6.28lbs) 3.3kg (7.25lbs) 2.4kg (5.3lbs)

Operating temperature range -40˚C to 70˚C
(-40˚F to 158˚F )

-40˚C to 70˚C
(-40˚F to 158˚F )

-40˚C to 70˚C
(-40˚F to 158˚F )

-40˚C to 70˚C
(-40˚F to 158˚F )

Certification IP65 IP65 IP65 IP65

Finishes Black, White Black, White Black, White Black, White


