
Confidence series

The Confidence series has been one of the most successful  
and most acclaimed high-end loudspeaker ranges in the world  
for nearly two decades. 



Confidence series

Data Confidence C4 Confidence C2 Confidence C1 Confidence Center

Sensitivity 88dB (2.83V/1m) 87dB (2.83V/1m) 85dB (2.83V/1m) 87dB (2.83V/1m)

IEC power handling 400W 300W 170W 300W

Impedance 4Ω 4Ω 4Ω 4Ω

Frequency response (+/- 3dB) 27Hz–25kHz 28Hz–25kHz 45Hz–22 kHz 45Hz–22kHz

Box principle Bass reflex rear ported Bass reflex rear ported Bass reflex rear ported Bass reflex rear ported

Crossover 3 (4) way 2 (3) way 2 way 2 (3) way

Crossover frequency 730Hz, 2200Hz, (8000Hz) 2200Hz, (8000)Hz 1800Hz 2200Hz, (6000)Hz

Crossover topology 1st order 1st order 1st order 1st order

Woofer 2x20cm MSP 2x17cm MSP 17cm MSP 2x17cm MSP

Midrange 2x15cm MSP - - -

Tweeter 2x28mm Esotar² 2x28mm Esotar² 28mm Esotar² 2x28mm Esotar²

Weight 55 kg/121lb 40kg/88lb 10.9kg/24lb 20.6kg/45lb

Dimensions 250x1732x445mm 238x1532x445mm 200x445x430mm 800x270x380mm

(WxHxD) 9.8x68.2x17.5in 9.4x60.3x17.5in 7.9x17.5x16.9in 31.5x10.6x15in

Dimensions with feet/grille 420x1732x475mm 420x1532x475mm 200x445x460mm 800x300x380mm

(WxHxD) 16.5x68.2x18.7in 16.5x60.3x18.7in 7.9x17.5x18.1in 31.5x11.8x15in Confidence 
A most refined sound

Confidence C4 
Platinum

Confidence C2 
Platinum

Confidence C1 
Platinum

Confidence Center 
Platinum

Finishes/Grilles: Black Piano Lacquer/Black, Bordeaux High Gloss/Black, Mocca High Gloss/Black and Rosewood High Gloss/Black



Confidence
Designed and engineered  
by Dynaudio Labs  
in Denmark

Learn more, get the latest tips and tricks and read our reviews on 
dynaudio.com and facebook.com/dynaudiogroup
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